
AquaTest T10 Robust test rod for electro-acoustic 
water leak detection outdoors 
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Features

·Innovative combination of electronic amplifier and test rod 
without interfering cables

·Ergonomic design ensures non-tiring operation

·Robust construction for use outdoors

·Built-in rechargeable batteries

·Outstanding noise quality, using high-performance 
microphone technology

·Meaningful visualisation of the noises in the display, to 
support the operator

·No irritating operating noises in the headphones, thanks to 
the new type of sensor area

·Individual adjustment of the filter bands and volume / 
hearing protection setting for optimum noise recognition

·Two product variants are available – with or without the 
SDR radio module

Optional accessories

·Tripod

·Extensions for the probe tip

Delivery contents

·AquaTest T10

·Headphones

·Probe tip

·Chargers

·Transport bag

Principal application – prelocation

Additional applications – pinpointing 

leaks and acoustic pipe location

The high-quality microphone technology of the AquaTest T10 
permits first-class sensitivity in picking up noises. Even smallest 
leaks are reliably detected by the test rod. In case the test rod is 
used on objects that lie deeper under the surface, extensions can 
easily be screwed on between the probe tip and microphone. 
Individual optimisation of acoustic results is assisted by the 
option of selecting one of eight different frequency bands. In 
operation the flow noises at the fittings can be sampled by simply 
placing a thumb on the sensor area. This avoids the irritation 
caused by operation noises in the headphones while listening. 
The AquaTest T10 display shows the current and previous 
minimum noise levels, as well as the current noise intensity. The 
minimum noise levels are shown as numeric values; the actual 
noise intensity is displayed as a bar graph. This gives even less 
experienced operators visual support whether they are 
approaching a leak.

Prelocated leaks can also be pinpointed with the AquaTest 
T10. For this, the probe tip is replaced with a tripod. This picks 
up the noise of the leak at the surface. If a pipe is set into 
vibration, e.g. using the knocker or stopper of the 

®COMBIPHON  system, the position of the pipe can be located 
using the AquaTest T10. This involves systematically testing 
the surface in short steps. The volume increases in approach to 
the vibrating pipeline. The noise is loudest directly above the pipe.

The AquaTest T10 is a test rod with innovative technology and ergonomic design. 
Its strength lies in the prelocation of leaks in water pipe networks. The AquaTest T10 
is the first test rod made by SEWERIN for which no additional receiver is required. 
The headphones are activated not by any common key but by a special sensor area. 
The noises that are picked up are visualised on a display incorporated in the handle. 
In the product variant with the SDR radio module, the test rod can be used with radio 
headphones. This means no more cables to get in the way.
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Subject to technical changes.

Hermann Sewerin GmbH | Robert-Bosch-Straße 3 | D-33334 Gütersloh

Phone +49 5241 934-0 | Fax +49 5241 934-444 | www.sewerin.com | info@sewerin.com

Please contact us for a comprehensive quotation, including ad-
ditional technical specifications and information on accessories.



Diensten van EURO-INDEX

EURO-INDEX is fabrikant, importeur en distributeur van diverse A-merken op het gebied van test- en  
meetinstrumenten. Daarnaast leveren wij een groot aantal diensten om het gebruik van deze instrumenten 
in uw bedrijfsvoering te optimaliseren. Dit omvat uiteraard onderhoud, reparatie en kalibratie van de  
instrumenten, maar ook kennisdeling via EURO-INDEX Academy en verhuur van instrumenten.

Geautoriseerd Service Centrum
EURO-INDEX b.v. is van alle vertegenwoordigde merken een 
Geautoriseerd Service Centrum. Dit betekent dat uw instrumenten  
worden behandeld door technici die zijn opgeleid door de fabrikant 
en beschikken over de juiste gereedschappen en software. Er 
worden uitsluitend originele onderdelen toegepast en de garantie 
van uw instrument, evenals de certificering (ATEX, EN50379, etc.) 
blijven intact. 

Kalibratielaboratorium
Het laboratorium in Nederland beschikt over een RvA accreditatie 
naar EN-ISO/IEC 17025. Deze accreditatie geldt voor grootheden, 
zoals gespecificeerd in de scope bij accreditatienummer K105. 
RvA kalibratiecertificaten zijn internationaal
geaccepteerd en is gelijkwaardig aan BELAC.

Mobiele Service
Naast de vaste kalibratielaboratoria in Zaventem en Capelle aan den 
IJssel beschikken wij ook over een laboratorium op wielen met de 
naam “Mobiele Service”. Dit biedt vertrouwde service 
en kwaliteit, bij u voor de deur!

KWS®

KWS® is een uniek servicesysteem voor uw meetinstrumenten 
met periodiek onderhoud en kalibratie tegen vaste, lage kosten. 
Via een gratis webportal (mijnkws.be) heeft u altijd 
en overal beschikking over uw kalibratiecertificaten.

Verhuur van meetinstrumenten
	� Uitgebreid assortiment
	� Nauwkeurigheid aantoonbaar door actueel kalibratiecertificaat
	� Deskundig advies
	� Complete levering inclusief accessoires

EURO-INDEX Academy
	� Trainingen, seminars en workshops
	� Demonstratie- en instructievideo’s
	� Application notes

Wijzigingen voorbehouden EURO-INDEX® VL 23001

Servicebalie Onderhoud, reparatie en kalibratie Trainingen en seminars Mobiele Service

https://euro-index.be/nl/kalibratie-en-onderhoud/mijn-kws-webportaal/
https://euro-index.be/nl/kalibratie-en-onderhoud/kalibratielaboratoria/mobiele-service/
https://euro-index.be/nl/kenniscentrum/
https://euro-index.be/nl/kalibratie-en-onderhoud/
https://euro-index.be/nl/kalibratie-en-onderhoud/aanmelden-voor-kalibratie/servicebalie/
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